74692T
Convert 1" CTS size T fitting to 3/4" CTS size T fitting.

Conversion steps:
1. Remove 1" T nut and gasket assembly
2. Remove 1" gasket from nut - Gasket will no longer be used
3. Install adapter assembly as shown
4. Install 1" T nut over adapter assembly

Fitting will now accept 3/4" CTS size Copper or PE tube. Tighten nut to the following minimum torque. Over torquing by 5-10 ft-lbs will not affect connection.

3/4" size 50 ft-lbs

NOTE: Connection for cold water service only.

IMPORTANT NOTICE - READ CAREFULLY
1" CTS to 3/4" CTS Adapter

CONVERSION STEPS:
1. Remove 1" T nut and gasket assembly
2. Remove 1" gasket from nut - Gasket will no longer be used
3. Install adapter assembly as shown
4. Install 1" T nut over adapter assembly

Fitting will now accept 3/4" CTS size Copper or PE tube. Tighten nut to the following minimum torque. Over torquing by 5-10 ft-lbs will not affect connection.

3/4" size 50 ft-lbs

NOTE: Connection for cold water service only.

IMPORTANT NOTICE - READ CAREFULLY
1" CTS to 3/4" CTS Adapter

Conversion steps:
1. Remove 1" T nut and gasket assembly
2. Remove 1" gasket from nut - Gasket will no longer be used
3. Install adapter assembly as shown
4. Install 1" T nut over adapter assembly

Fitting will now accept 3/4" CTS size Copper or PE tube. Tighten nut to the following minimum torque. Over torquing by 5-10 ft-lbs will not affect connection.

3/4" size 50 ft-lbs

NOTE: Connection for cold water service only.

IMPORTANT NOTICE - READ CAREFULLY
1" CTS to 3/4" CTS Adapter

Conversion steps:
1. Remove 1" T nut and gasket assembly
2. Remove 1" gasket from nut - Gasket will no longer be used
3. Install adapter assembly as shown
4. Install 1" T nut over adapter assembly

Fitting will now accept 3/4" CTS size Copper or PE tube. Tighten nut to the following minimum torque. Over torquing by 5-10 ft-lbs will not affect connection.

3/4" size 50 ft-lbs

NOTE: Connection for cold water service only.

IMPORTANT NOTICE - READ CAREFULLY
1" CTS to 3/4" CTS Adapter

Conversion steps:
1. Remove 1" T nut and gasket assembly
2. Remove 1" gasket from nut - Gasket will no longer be used
3. Install adapter assembly as shown
4. Install 1" T nut over adapter assembly

Fitting will now accept 3/4" CTS size Copper or PE tube. Tighten nut to the following minimum torque. Over torquing by 5-10 ft-lbs will not affect connection.

3/4" size 50 ft-lbs

NOTE: Connection for cold water service only.

IMPORTANT NOTICE - READ CAREFULLY
1" CTS to 3/4" CTS Adapter

Conversion steps:
1. Remove 1" T nut and gasket assembly
2. Remove 1" gasket from nut - Gasket will no longer be used
3. Install adapter assembly as shown
4. Install 1" T nut over adapter assembly

Fitting will now accept 3/4" CTS size Copper or PE tube. Tighten nut to the following minimum torque. Over torquing by 5-10 ft-lbs will not affect connection.

3/4" size 50 ft-lbs

NOTE: Connection for cold water service only.
IMPORTANT NOTICE - READ CAREFULLY

1" CTS to 3/4" CTS Adapter

WARNING: It is unlawful in CALIFORNIA & VERMONT (effective 1/1/2010); MARYLAND (effective 1/1/2012); LOUISIANA (effective 1/1/2013) and the UNITED STATES OF AMERICA (effective 1/4/2014) to use any product in the installation or repair of any public water system or any plumbing in a facility or system that provides water for human consumption if the wetted surface area of the product has a weighted average lead content greater than 0.25%. This prohibition does not extend to service saddles used in California, Louisiana or under USA Public Law 111-380.

IMPORTANT NOTICE - READ CAREFULLY

1" CTS to 3/4" CTS Adapter

WARNING: It is unlawful in CALIFORNIA & VERMONT (effective 1/1/2010); MARYLAND (effective 1/1/2012); LOUISIANA (effective 1/1/2013) and the UNITED STATES OF AMERICA (effective 1/4/2014) to use any product in the installation or repair of any public water system or any plumbing in a facility or system that provides water for human consumption if the wetted surface area of the product has a weighted average lead content greater than 0.25%. This prohibition does not extend to service saddles used in California, Louisiana or under USA Public Law 111-380.

IMPORTANT NOTICE - READ CAREFULLY

1" CTS to 3/4" CTS Adapter

WARNING: It is unlawful in CALIFORNIA & VERMONT (effective 1/1/2010); MARYLAND (effective 1/1/2012); LOUISIANA (effective 1/1/2013) and the UNITED STATES OF AMERICA (effective 1/4/2014) to use any product in the installation or repair of any public water system or any plumbing in a facility or system that provides water for human consumption if the wetted surface area of the product has a weighted average lead content greater than 0.25%. This prohibition does not extend to service saddles used in California, Louisiana or under USA Public Law 111-380.